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CUSTOM

IS ALWAYS A WELCOME IDEA

Whatever the need, Stagecoach SAFETY CHAINS
engineers will design and plan the STAKEPOCKETS
perfect custom trailer solution NECK
SIDES
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STAGECOACH TRAILERS

7000# Quality DEXTER Axle with Brake
7000# Quality DEXTER Axle with Brake

2 5/16” Bulldog Style Coupler

3” Channel on 20” Centers

3”x 2” x 3/16” Self Cleaning

Pressure Treated 2x8 Pine Wood Planks
Expanded Metal may be substituted at

no additional charge.

12 x 14# I-Beam

10k with lockable chain box under neck

All boxed-in LED lights.

Cleaned and prepared metal is primed with
High Performance Primer and then given two
coats of quality oil based, AUTOMOTIVE GRADE,
anti-corrosion paint for an extra durable high
gloss finish that lasts.

T-way plug with protective loom and

security brackets

12,600# capacity rating per chain.

2” x 4” Pockets. Four per side with rub rail
10” Channel

5% Channel

ST235/80R 10 Ply

16” Silver or White Mod Wheels.

8 Hole

GILLESPIE CORTINGS, INC.

[Rgg TRAILER MANUFAC
QUALITY CUS
TRAILER PAI
TIRES

Our gas mixture l
creates a deeper grodve
and superior bond.

100% DOT
COMPLIANT



